For Global Market

QUALIFICATION AND LINEAR WARRANTIES

RELATED PARAMETERS

Cell type Monocrystalline Product standard IEC61215,61730

M a y S u n S O I a r Number of cells / cell arrangement 72/6Xx12 Extended product warranty 12 years

Cells dimension 6" Output decline 3%/year performance Pmpp (STC) 1*'year

n “ @
O n Oc rySta I I I n e Packing unit 27 modules Output decline 0.7%/year performance Pmpp (STC) 2"~ 25Myears
PV M Od u Ie Welght of paCking unit (for container) 621 kg /1369 Ibs 100.00% Linear Performance Wanrranty

MS(330-380)M-72 Series o

95.00% -

90.00% -

» High PID resist performance > Multi-busbar design decreases the risk of the cell e 85.00% -
micro-cracks and fingers broken. 1956 % 992 x 40 mm ;
’. Exce”ent |DW |Ight performance Wlth advanced > LOWE[‘ SEHES I‘ES|5taﬂCE/|mprOVEd Ilght harVEStlng OUterdlmen5|0ns (L X W X H) 77)(39.06)( 1.57 in R0.00% _ . .................................................................................................................................. 80.200%
surface texturing and back surface field. enable high conversion efficiency and more power :
75.00% -
OUtpUt. Frame tEChnOIOgy Alumlnum, Silver anodized 6 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25
mmmm-m System voltage 1000V/1500V standarc EN | " e
Y J / | Module composition Glass / EVA / Backsheet (white) 1V Curves of PV module MS3 20M-72
ELECTRICAL SPECIFICATIONS Weight (module only) 21.8kg/48.1 Ibs L vaTious  Saiar jrmagiancs
g g
STC rated output (Pmpp)* 330 Wp 340 Wp 350 Wp 360 Wp 370 Wp 380Wp Front glass thickness 3.2mm/0.131In
o . - T o ' IsetA) |
PV Module size 1956%992*35 MM Junction box IP rating IP 67 9.00 1000w/m*
r - - - T T T . - T _ —— e ——— 7 800 -
Standard sorted output 0/+5Wp T'Cable length(IEC) 600/900 mm / 23.62/35.43 in 7.00 |- 8§00w/m"
e [ R B - R B R J ' 6.00 —
. w/m’
Warranted power output STC (Pnominat) 330 Wp 340 Wp 350 Wp 360 Wp 370 Wp 380 Wp Cable diameter (IEC) 12 AWG /4 mm’ S .
_— = —— —_— _ . = —= — = . - — = —— 4.00 I~ 400w/ m>
Rated voltage (Vmpp) at STC 37.93V 3841V 38.89V 39.37V 39.85V 39.99 V “Maximum load capacity 5400 Pa ol o .
: - - - - T— T - o - - - o - o " " | 1.00.—_
Rated current (Impp) at STC 8.70 A 8.85 A 9.00 A 9.14 A 0.28 A 9.50 A Fire performance (IEC) Class C pop L L1 1 11 1§ 17 [
. . . . - - N 000 6.00 12.00 18.00 24.00 30.00 36.00 42.00 48.00 Voc(V)
Open circuit voltage (Voc) at STC 4590V 46.48 V 47.06 V 47.64V 48.22V 48.60 V Contectortype (EC) MC4 compatible
Short circuit current (|5C) at STC 022 A 038 A 054 A 068 A 084 A 998 A Refer to Maysun Solar crystalline installation manual.
Module efficiency 17.0% 17.5% 18.0% 18.6% 19.1% 19.5%
Rated output (Pmpp) at NOCT 242.6 W 2499W 2573 W 264.6 W 271.9W 277.8 W
__ put (Pmpe) at NOC _ _ P AR ks paminnx P P MODULE DIMENSION DETAILS
Rated voltage (Vmpp) at NOCT 3491V 3534V 35.78V 36.22V 36.66V 36.86V S Side view Rear view Frame cross section
Rated current (Impp) at NOCT 6.95 A 7.07 A 7.20 A 731 A 7.42 A 7.54 A
Open circuit voltage (Voc) at NOCT 43.29V 43.99V 4437\ 4491V 45.46 46.22V i’ s i - o
7mm/0.01 feet x 0.025 feet
Short circuit current (Is¢) at NOCT 739 A 753 A 7.66 A 7.78 A 7.89 A 8.07 A L Drainage hole = .
— — _ g = _ e . I | | 11 mm/0.036 feet
4t — - —
. @D
Temperature coefficient (Pmpp) - 0.376%/K Maximum system voltage (IEC) 1000Voc / 1500Voc - uof ; "
2 : "q_'_;. J % J ) )
| | & > D =%
Temperature COefﬁment (Isc) +0043%/K Number OfdiOdes 3 ; 2-04 mm/0.013 feet E E % { E
z Ground hole \ E P (o e )
. w 9 = a E T s
Temperature coefficient (Impp) - 0.008%/K Maximum series fuse rating 15 A E > E E .’
8 = E | =
Temperature coefficient (Vmpp) -0.370%/K = 2 - £ t
) ' 8-9 mm x - o
Temperature coefficient (Voc) - 0.282%/K 14 mm/0.030 feet x 942 mm/3.091 feet \
0.046 feet /—;' | t
Normal operating cell temperature (NOCT) 46+2°C Jr-'*"” | | Mounting hole L
_ L g E i . o ]
* Measurement tolerance +/- 3% ‘ . | | | | ! ; 35 mm/0.115 feet l
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Specifica tions and designs included in this datasheet are subject to change without notice.

Salt Spray test | sand test 1500V PID test | 9—
Severity (3)
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